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CONSTRUCTION NOTES:
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. (D) INSTALL UPS NEXT TO EXISTING CONTROLLER CABINET ON EXISTING :
FOUNDATION, INSTALL CONCRETE MAINTENANCE PAD.
210/-E-2 {2) REMOVE EXISTING SIGNAL HEAD(S). REPLACE WITH NEW
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RESTORATION OF WORK AREA. RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE
INCIDENTAL TO THE RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH R
AND BACKFILL, ETC., AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES ’
SUCH AS SHOULDERS, MEDIAN, SIDEWALKS, PAVEMENT, ETC. SHALL BE REPLACED IN KIND. ALL
DAMAGE TO MOWED LAWNS SHALL BE REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO
UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD :
c s 252 2 ECTIVELY. I
SPECIFICATIONS 252 AND 250 RESPECTIVELY EXISTING R.OW.
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